






























































You get these added advantages
with S&S
Analytical Filter Papers

v'Confenf

Less than 0.007% far qunn-
mqﬂve grades.

H;ghern
. Alpha Ce"ulase
antenf. ’

97 98% or quanhmhve
and qwhmtwe grades.

No
Price
 Premium
_ Your company purchasing
_ggent pays no more.,

For the chemist who can specify his
brand of filter papers, S & S Analytical
Filter Papers offer outstanding advan-
tages. These advantages are possible
because of the skill, care and quality
control methods used by S & S from
selection of raws through to manufac-
turing the finished product.

Every Lot Pre-tested

A substantial test portion of each
batch of S & S Analytical Filter Papers

HOWE & FRENCH,

Photograph courtesy of J. T. Baker Chemical Co.

is used for quality control determina-
tions in our laboratories. This helps
assure that you receive filter papers
uniform physically and chemically —
lot after lot, month after month, year
after year.

Try these high quality American
filter papers in your own
laboratory. Ask us to in-
clude S & S Analytical
Filter Papers with your
next order.

INC.

LABORATORY SUPPLY DIVISION
99 BROAD STREET, BOSTON 10, MASS. Est. 1834
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7he NUCLEUS

MEANS BUSINESS

Reaches Thousands of Key Potential Buyers!

CIRCULATION Inexpensive Advertising
ABOUT Rates
Example:

3 000 ! $35 per page (9 times rate)

Published by the Northeastern Section A.C.S.
ONLY METHOD used by Northeastern Section,
A.C.S. to keep members posted on activities.

Yes! The Nucleus can mean business — new
and expanded business for your company.

Send for complete information

Just tear out coupon below

The NUCLEUS, 10 High St., Boston 10, Mass.

Please send circulation, mechanical data and rates to:

Company: & e o Fi, gastmwtsameaapneaie, Lol A R R R
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NOW from — ‘ .
Macalaster Bicknell Company

The NEW

MULTI-PURPOSE BALANCE

ACCURATE

Weights and samples
are interchanged on the
same beam arm.

EASY OPERATION

Even unskilled person-
nel can make precision
weighings.

FAST

10 to 20 seconds
weighing.

DIRECT READING

Optical scale 1200 mg.

3 MODELS AVAILABLE

\

A a Built-in Weights
Model | Sensitivity ccuracy In Precision | Readability Adjusted to: Prices
Optical Range (Tolerances)
H-3 10 mg + 1 mg 4+ 0.5 mg 1 mg Class P $550.00
H-4 1 mg + 0.5 mg =+ 0.3 mg 0.5 mg Class P 585.00
H-5 0.5 mg -+ 0.1 mg + 0.1 mg 0.1 mg Class S 650.00

CAPACITY OF ALL MODELS, 160g

PROVIDES HIGH DEGREE OF ACCURACY
...atLlowBudgetCost

Series H— Important Link Between Series K and Series B

i,

£ Hs.e;'gs Kd Series H Series B %
| ",9 sopee Multi-Purpose Analytical
| recision Balances Balances 4

Balances

Macalaster Bicknell Company

Laboratory Supplies and Equipment » Special Glassware for Experimental Work

243 Broadway 181 Henry St.
Cambridge, Mass. New Haven, Conn,
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